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(Note: These instructions can be found on the web at: 

 http://www.krigger.com/KriggerRollers/AssemblyInstructions.pdf  

1. Attach Frame Wings to Main Frame to create Front Pull Frame Assembly 

a. Attach Left Frame Wing (p/n 11021) 

i. Insert 8 each ½”-13x1.500” hex head screws (p/n 400408) and 8 each ½” 

flat washers (p/n 452012) through the frame wing attaching it to the 

main frame (p/n 11020) (insert bolts from top or outside so the nuts will 

be on the bottom or inside of the assembly) 

ii. Install 8 each flat washers (p/n 11033)and 8 each ½”-13 nylock locknuts 

(p/n 443218) on the hex head screws just installed. DO NOT completely  

tighten fasteners at this time to ease assembly and alignment. 

iii. Once all hardware is inserted and aligned, tighten the nuts to 65 to 70 ft. 

lbs. with a torque wrench. 

b. Repeat process for Right Frame Wing (p/n 11022) 

 

2. Install Roller on to Frame 

a. Place the Frame (p/n 11020) on the ground and put a Roller inside the frame 

lining up the shaft of the roller approximately above the holes for the pillow 

block bearings. 

b. Remove any paint and/or surface rust from roller shafts with an abrasive emery 

cloth or sand paper. 

 

c. Identify the side of the bearing with the inner race with an eccentric shape to it.  

It will have a recessed edge. Note that the locking collar may be resting on the 

eccentric side with the recessed edge. See picture below with locking collar 

removed. 
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Eccentric sides of pillow block bearing and locking collar with recessed edges shown here 

 

d. Slide locking collars onto Krigger Roller shaft with the recessed edge facing out 

(away from the roller) ensuring the eccentric side of the locking collar is able to 

engage the eccentric side of the bearing inner race when installed next. 

 

e.  Slide Pillow Block Bearing (p/n 11033HD, UCP206-20) onto Krigger Roller Drum 

shaft with the eccentric inner race of the bearing towards the drum on each side 

of the roller. (DO NOT tighten set screw until final alignment) 

 

 

f. Lift the frame so the pillow block bearings line up with the bearing housing holes 

on the frame. 

g. Attach pillow block bearing to top of frame 

i. Install 2 each ½”-13x2.00” hex head screw (p/n 400412) and 2 each ½” 

flat washer  (p/n 11033) through the pillow block bearing (first) and then 

through the frame 

ii. Install ½” flat washer (p/n 11033) and ½”-13 nylock locknuts (p/n 443218) 

on the hex head screws just installed. DO NOT completely tighten 

fasteners at this time to ease assembly and alignment. 
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iii. Repeat for pillow block bearing on other side of roller 

iv. Once you have both pillow block bearings attached to the frame, tighten 

the lock nuts to 65 to 70 ft. lbs. 

h. Center the roller between each Pillow Block Bearing allowing the same distance 

between the roller and the bearing on each side. 

i. Slide the locking collar back onto the eccentric side of the Pillow Block Bearing so 

the recessed edges of each piece overlap. 

 

j. Turn the locking collar in the normal direction the roller will turn (toward the 

front hitch) until it is snug 

k. Utilize spanner wrench if possible to rotate the locking collar as tight as possible 

by hand 

i. IMPORTANT! Be sure to turn the locking collar in the direction of normal 

rotation of the roller on each side.  
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l. Utilizing pin punch, place the point of the punch in the blind hole on the locking 

collar and give the locking collar a tap with a hammer to ensure locking ring is as 

tight as possible. (DO NOT put the punch in the threaded hole for the set screw). 

 

m. Put Loctite 242 (blue) on locking collar set screws and tighten to roller shaft with 

an (Allen) hex wrench. 

n. Grease bearings with a high quality NLGI#2 grease through the grease fitting on 

the casting of the pillow block bearing housing. 

 

o. Repeat process for all three (3) Frames (including front pull frame with frame 

wings assembled in step 1. 

 

3. Install 1-7/8” ball assembly on to frames 

a. Remove the ¾”-10 hex nut and lock washer from the ball assembly. 

b. Install tow ball on top of each frame in center frame hole and re-install lock 

washer and nut. Tighten the ¾”-10 nut to 240 ft. lbs. 
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c. Install additional tow balls on top of corner holes on each of the left and right 

frame wings in the corner holes. Attach the lock washers and ¾”-10 nuts using 

the same process as in 3a and 3b. 

 

4. Hook Front Pull Frame Assembly 2” tow hitch to your tractor for towing. 

a. Attach Rear Frame Assembly 2” tow hitchs to the 1-7/8” tow balls on the front 

frame assembly (Note: the rear frame assemblies can be pulled in-line by first 

attaching one rear frame assembly to the center ball on the front frame 

assembly and then attaching the second rear frame assembly to the center of 

the first rear frame assembly – OR – assembled in a triangular configuration by 

attaching each rear frame assembly to the corners of the front frame assembly) 

 

 

 

These instructions can be found on the web at: 

 http://www.krigger.com/KriggerRollers/AssemblyInstructions.pdf  


